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AMENDMENT #0003 
 

Bid Schedule (Section B) 
• Remove Page B-2 and replace with new Page B-2 bearing revision date 06/02/03; 

changed Pay Item 30107G, Aggregate surfacing course, grading G to Pay Item 30107, 
Aggregate surface course 

 
Special Contract Requirements (Section I): 

• Remove Pages I-44 and I-45 and replace with new Pages I-44 and I-45 bearing revision 
date 06/02/03; deleted Section 301 and replaced with revised Section 301 

• Remove Page I-50 and replace with new Page I-50 bearing revision date 06/02/03; 
revised Subsection 703.05 

 
Plan sheets: 

• Remove Sheet 3 and replace with new Sheet 3 bearing revision date 06/02/03; changed 
“Aggregate surfacing course, grading G” to “Aggregate surface course” in all three 
typical sections 

• Remove Sheet 4 and replace with new Sheet 4 bearing revision date 06/02/03; changed 
Pay Item 30107G, Aggregate surface course, grading G to Pay Item 30107, Aggregate 
surface course 

• Remove Sheet 8 and replace with new Sheet 8 bearing revision date 06/02/03; Surfacing 
Summary table, changed Pay Item 30107G, Aggregate surface course, grading G to Pay 
Item 30107, Aggregate surface course 

• Remove Sheet 22 and replace with new Sheet 22 bearing revision date 06/02/03; Section 
A-A, changed “Aggregate surfacing course, grading G” to “Aggregate surface course” 

 
 



Pay
Item No.

Estimated
Quantity Unit Bid Price Amount Bid

B-  2

20402 Subexcavation
    100

m3 $_______________ $___________________
20429 Grade ditch

     90
m $_______________ $___________________

21201 Linear grading
   0.800

km $_______________ $___________________
25101B Placed riprap class 2

     30
m3 $_______________ $___________________

25101E Placed riprap class 5
    530

m3 $_______________ $___________________
30107 Aggregate surface course

   7,600
t $_______________ $___________________

60101 Concrete
     75
m3 $_______________ $___________________

60201M 600 mm pipe culvert
     55

m $_______________ $___________________
60201P 900 mm pipe culvert

     75
m $_______________ $___________________

60201W 1950 mm pipe culvert
    140

m $_______________ $___________________
60206M End section for 600 mm pipe culvert

     8
Each $_______________ $___________________

60206P End section for 900 mm pipe culvert
     8
Each $_______________ $___________________

Project: NE PFH 7-1(3)
SOLDIER CREEK ROAD

Bid Schedule A

lorik
**

lorik
REVISED 06/02/03



 I-44 REVISED 06/02/03 
Nebraska PFH 7-1(3) 

Soldier Creek Road 

Section 301. - UNTREATED AGGREGATE COURSES 
 

Construction Requirements  
301.08  Acceptance. 
 
(a) Aggregate gradation.  Add the following: 
 
When all the test results are completed and evaluated for a lot, the Contractor may optimize the 
final pay factor for the lot by changing the originally established target values for the lot.  The 
target values, as changed, must be within the designated range for the grading selected. 
 
Delete Table 301-1 and substitute the following: 
 

Table 301-1 
Sampling and Testing 

Material or 
Product 

Property or 
Characteristic Category Test Methods or 

Specifications Frequency Sampling Point 

Subbase and 
Base courses 

Gradation (1) – 
Specified sieves 
 
 
Liquid limit 
 
 
 
Moisture-Density 
(maximum density) 
 
 
 
Inplace density and 
moisture content 

2 
 
 
 

--- 
 
 
 

--- 
 
 
 
 

--- 

AASHTO T 11 and  
AASHTO T27 
 
 
AASHTO T89 
 
 
 
AASHTO T180 
method D 
 
 
 
AASHTO T310 or other 
approved procedures 

1 sample per 
1000 t 
 
 
1 sample per 
3000 t 
 
 
1 for each 
aggregate 
grading 
produced 
 
1 for each 
500 t 

From the windrow 
of roadbed after 
processing 
 
From the windrow 
or roadbed after 
processing 
 
Production output 
or stockpile 
 
 
 
Inplace completed 
compacted layer 

Surface 
course 
aggregate 

Gradation (1) – 
4.75 mm 
425 µm 
75 µm 
Other specified 
sieves 
 
Plasticity index 
 
 
 
Moisture-Density 
(maximum density) 
 
 
 
Inplace density and 
moisture content 

 
1 
1 
1 
2 
 
 

1 
 
 
 

--- 
 
 
 
 

--- 

AASHTO T 11 and 
AASHTO T27 
 
 
 
 
 
AASHTO T 90 
 
 
 
AASHTO T180 
method D 
 
 
 
AASHTO T310 or other 
approved procedures 

1 sample per 
1000 t 
 
 
 
 
 
1 sample per 
1000 t 
 
 
1 for each 
aggregate 
grading 
produced 
 
1 for each 
500 t 

From the windrow 
or roadbed after 
processing 
 
 
 
 
From the windrow 
or roadbed after 
processing 
 
Production output 
or stockpile 
 
 
 
Inplace completed  
compacted layer 

(1) Use only sieves indicated for the specified gradation. 



I-45 REVISED 06/02/03
Nebraska PFH 7-1(3)

Soldier Creek Road

Section 601. - MINOR CONCRETE STRUCTURES

Material

601.02  Add the following:

Precast Reinforced Concrete Box Sections 706.07
Concrete coloring agents 711.05

601.03  Concrete Composition.  Add the following:

(i) When colored concrete is required, submit preliminary samples of the colored concrete. 
Prepare a 1-meter by 1-meter by 100-millimeter panel for each acceptable mix that is to be
colored.  Finish and cure the panels in the same manner as the concrete will be finished and
cured on the project.

Do not use precast units unless included in the plans or approved by the CO.

Construction Requirements

601.07  Acceptance.  Add the following:

When compressive strength samples are taken to confirm the certification, the curing of
concrete cylinders as specified in AASHTO T 23 is modified to allow curing of concrete for 28
days in waterproof molds without stripping the molds in the specified 24 +/- 8 hours.

Section 602. - CULVERTS AND DRAINS

Material

602.02  Add the following:

Precast Concrete Units 725.11

lorik
Subsection 301.08 deleted



 I-50 REVISED 06/02/03 
Nebraska PFH 7-1(3) 

Soldier Creek Road 
Section 703. - AGGREGATE 

 
703.02 Coarse Aggregate for Portland Cement Concrete. 
 
(b)  Delete the text and substitute the following: 
 
(b)  Adherent coating, FLH T 512 or ASTM D 5711   1.0% max. 
 
(c)  Grading, AASHTO M 43      All sizes, except Nos. 8, 89, 9 or 10 
 
703.05  Subbase, Base and Surface Course Aggregate. 

 
(a) General. 
 
 (5) Delete the text and substitute the following: 
 
 (5) Fractured faces, ASTM D 5821 50% min.  
 
(c) Surface course aggregate.  Add the following:   

 
The requirement for the materials to have a minimum plasticity index of 4 will be waived if the 
minus 2 mm sieve fraction of the material has a natural cementation value greater than 1150 kPa 
determined according to FLH T 510. 

 
Delete Table 703-3 and substitute the following: 

 
Table 703-3 

Target Value Ranges for 
Surface Course Gradation and Plasticity Index 

Sieve Size Percent by Mass Passing Designated Sieve (AASHTO T27 & T11) 
Grading A                                       Grading B 

25.0 mm (1") 100 100 

19.0 mm (3/4") 97-100 97-100 

4.75 mm (#4) 41-71(7) *(7) 

425 um (#40) 16-30(5) *(5) 

75 um 8-14(4) *(4) 

Plastic Index (PI) 
(AASHTO T 90) 

8(4) 8(4) 

Note: Statistical acceptance procedures do not apply to sieve sizes that require 100% passing or 97 % to 100 % 
passing.  Allowable deviations (+/-) from the target values are shown in ( ) 
 
* Reasonably graded from coarse to fine.  Variations in aggregate gradation and quality to accommodate aggregates 
used locally by State or other Federal highway construction agencies may be approved. 
 
Known materials sources in the project vicinity may be non-plastic by nature, and material incorporated to meet 
plasticity requirements may need to be imported from separate sources obtained by the contractor.  Clay added to 
obtain the required plasticity index shall be thoroughly mixed during production of the aggregate. 












